


























































MAX POWER 

Installation of the hydraulic circuit should be fited by a hydraulic technician .The hydraulic
hoses should be crimpconected , and pressure tested .

HYDRAULIC HOSES :

SRP : Suction hose from oil tank to the pump ;Low Pressure (L P ) minimum 3/4 " or 1"
PPD : Supply feeder hose from pump to hydraulic directional valve ; High pressure ( H P ) 1/2 "
DAR : Supply from hydraulic directional valve to the retract  ; HP thermo plastic hose 3/8"
DBR : Supply from hydraulic directional valve to the retract  ; HP thermo plastic hose 3/8"
RD   : Motor drain from retract directly to oil tank ; LP hose  minimum 1/4 "
RT   : Return to oil tank ,from the directional valve ; HP hose 1/2"
G      : Supply of lub oil to leg gear housing ; LP hose 8mm

S1 : Female 3/4" BSP 
P1 : Female 1/2" BSP 
T1 : Female 3/8"  or 1/2" BSP 
A1 : Female 3/8"  or 1/2" BSP 
B1 : Female 3/8"  or 1/2" BSP
G1 : Male 8mm
D1 : Male 8mm ( intetional weak link)

S2 : Female 3/4" BSP 
P2 : Female 3/8" or 1/2 BSP
T2 : Female 3/4" BSP
A2 : Male 9/16" jic 37
B2 : Male 9/16" jic 37
G2 : Female 1/4" BSP
D2 : Male 7/16" jic 37

CONECTIONS / FITTINGS (As fitted on max power  equipment)

T
P

RE

D2

T2

S1 S2 P1 P2

T1 A1

B1
B2

D1

A2

RT
RD

SRP PPD DBR

DAR

EQUIPMENT :

T   : Oil tank
P   : Hydraulic pump

RE : Retact unit R200
D   : Directional control valve
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